








 
 
 
7.1 Oil quantity standard gear units (litres): 
 
  70 80 90 100 112 125 140 160 180 200 225 250 280 315 355 400 450 500 560 630 710

B3  0.7 0.9 1.3 1.8 2.5 3.5 4.9 6.9 9.6 13 19 26 37 52 72      

B5  0.6 0.8 1.2 1.6 2.2 3.1 4.3 6.0 8.4 11 17 23 33 46 63      

B6  1.0 1.4 1.9 2.7 3.8 5.3 7.5 11 15 21 30 42 61 85 115      

B51  0.9 1.3 1.8 2.5 3.5 4.9 6.9 10 13.8 19 28 39 57 79 106      

B7  0.8 1.2 1.7 2.5 3.5 4.9 7.0 9.8 14 22 28 40 56 78 111      

B52  0.7 1.1 1.6 2.3 3.2 4.5 6.4 9.1 13 20 26 37 52 72 102      

V5-V6  0.9 1.3 1.8 2.6 3.6 5.0 7.1 10 14 20 29 40 57 79 110      

R..1 

V1-V5  0.8 1.2 1.7 2.4 3.3 4.6 6.5 9.1 13 18 27 37 53 73 101      

B3    1.7 2.5 3.3 4.7 6.5 9.0 13 18 25 35 49 69 96 135 189    

B5    1.6 2.3 3.0 4.3 5.9 8.2 12 16 23 32 45 63 88 124 183    

B6    3.1 4.4 6.1 8.6 12 17 24 34 48 68 95 133 187 263 370    

B51    3.0 4.2 5.8 8.2 11 16 23 32 46 65 91 127 179 254 364    

B7    2.6 3.7 5.1 7.2 10 15 20 29 40 56 80 114 164 228 320    

B52    2.5 3.5 4.8 6.8 9.4 14 19 27 38 53 76 108 155 218 309    

V5-V6    2.3 3.3 4.6 6.5 9.4 13 18 25 35 50 70 99 139 196 275    

R..2 

V1-V5    2.2 3.1 4.3 6.1 8.5 12 17 23 33 47 66 93 130 186 264    

B3      3.9 5.5 7.6 11 15 21 29 41 58 81 113 158 221 310 433  

B5      3.6 5.1 7.0 10 14 19 27 38 54 75 105 148 210 296 420  

B6      8.1 11 15 22 32 44 62 87 125 175 246 345 485 682 950  

B51      7.8 11 15 21 31 42 60 84 121 169 238 335 474 670 937  

B7      6.6 9.2 13 18 26 36 50 71 102 144 201 285 400 561 789  

B52      6.3 8.8 12 17 25 34 48 68 98 138 192 275 389 549 776  

V5-V6      5.1 7.3 10 14 20 28 40 56 79 111 156 218 306 430 604  

R..3 

V1-V5      4.8 6.9 9.4 13 19 26 38 53 75 105 147 208 295 418 591  

B3      3.0 5.0 7.0 11 15            

B6      6.0 10 14 22 30            

B7      3.5 6.0 8.0 13 17            

B8      4.0 6.5 9.0 15 22            
ROC3 

V5-V6      4.0 6.5 9.0 15 22            

B3      3.5 6.0 8.0 12.5 16.5            

B6      6.5 11 15 23 31            

B7      4.5 7.5 9.5 15 19            

B8      4.0 6.5 9.0 15 22            
ROC4 

V5-V6      4.0 6.5 9.0 15 22            

B3      4.5 7.0 10 13 18 24 35 48 70 100       

B6      9.0 13 19 25 36 49 70 98 140 200       REP 
B7      6.4 9.5 13 19 25 36 50 70 102 145       

R..1E B3    1.4 2.1 2.8 4.0 5.5 8.0 11 15 22 30 42 60 83      

R..2E B3    1.9 2.8 3.7 5.2 7.2 10 14 20 27 39 54 77 107 151 211    

R..3E B3      4.3 6.0 8.3 12 16 23 32 45 63 89 124 174 243    

F 10 B3 1.5 2  3  5  7              

 
Oil quantities are approximate; for correct lubrication refer to the level indicator. 





 
9.3 Air-oil cooler: 
9.3.1 Mounting: 
Place the cooler so that there is an unrestricted air flow to and 
from the cooler. The distance from the nearest wall should not 
be less than half the diameter of the fan (see the picture beside).  
Use hydraulic hoses both to and from the cooler. 
9.3.2 Maintenance: 
The most easy way to clean the air fins is by using compressed 
air or rinsing with water. Fouling can be dealt with using a 
degreasing agent and a high pressure washing system. 
When using a high-pressure washing system point the jet carefully 
parallel to the air fins. To clean the inside of oil cooling 
pipes connect the cooler to a closed circuit and flush the inside 
with perchlorethylene. 
After cleaning the radiator should be flushed with oil before 
reconnected to the hydraulic system. 
Surface are hot during normal operations: take care in avoiding 
burns. 
 
10. Mean sound pressure level SPL (dB(A)): 
Standard production mean sound pressure level assuming nominal load and input speed of 1450 r/min. 
Mean value of measurement at 1 m from external surface of the gear unit in free field on a reflecting base (tollerance +3 dB (A)).  
In case of artificial cooling with fan shaft mounted add to the value in the table 2dB (A) for each fan.  
In case of different input speed modify tabulated value as follows: 
 
 RP1 RO.1 RP2 RO.2 RP3 RO.3 REP ROC 
 I<2.5 I>2.5 I<14 I>14 I<14 I>14 I<50 I>50 I<125 I>125 I<250 I>250 I<14 I>14 I<7 I<90 I>90 
80 75 71 71 66              

90 77 73 73 68              

100 78 74 75 70 73 70 70 65          

112 79 75 76 71 74 71 71 66          

125 80 76 78 73 75 72 73 68 70 67 69 64 75 72 79 70 67 

140 81 77 79 74 76 73 74 69 71 68 70 65 76 73 80 71 68 

160 83 79 81 76 77 74 76 71 72 69 72 67 77 74 82 72 69 

180 84 80 82 77 78 75 77 72 73 70 73 68 78 75 83 73 70 

200 86 82 84 79 80 77 79 74 75 72 75 70 80 77 85 75 72 

225 87 83 85 80 81 78 80 75 76 73 76 71 81 78    

250 89 85 87 82 83 80 82 77 78 75 78 73 83 80    

280 91 87 89 84 85 82 84 79 80 77 80 75 85 82    

315 93 89 91 86 87 84 86 81 82 79 82 78 87 84    

355 95 91 93 88 89 86 88 83 84 81 84 80 89 86    

400 97 93 95 90 91 88 90 85 86 83 86 82      

450     93 90 92 87 88 85 88 84      

500     95 92 94 89 90 87 90 86      

560         91 89 92 88      

630         94 91 94 90      

710                  

 
If required can be supplied a reduced sound level; consult us. 
 
n1 (min-1)  2750 2400 2000 1750 1000 750 500 350  
∆ SPL (dB(A))  +8 +6 +4 +2 -2 -3 -4 -6  
 


